
            
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
  

 
 
 
 
 
 
 
 
 
 
 
 
 

  
 
 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

China (Factory) 
Add : The south faces industry area of Xia Gang Fu Hai 
road, Chang'an Town, Dongguan City, Guangdong, China. 
Tel : +86-769-81666360, 81666395-97 
Fax : +86-769-81666306 
Email : sales@annso.com.tw 

Taiwan (Head Quarter) 
Annso Technology Co., Ltd. 
NO.53, Ming YI Street, Luzhou 
Taipei City, Taiwan 
Email : sales@annso.com.tw 

Features 

• Supports USB-DVI interface. 

• Supports digital DVI input signal  

• With 12 Port DVI KVM Switch    

 (Includes 8, 6' DVI & USB Cables)

• Two additional USB ports to add local KB/Mouse 

 

• Durable 104-key keyboard with touch pad. 

• Dual Aluminum handle/latch for security during transport

• Self-locking and auto release slides for convenience. 

• Port selection via push buttons or hotkey. 
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Direct no. of Computers 12 

Maximum no. of Computers 12

LCD 

Size 17.3” 

Backlight LED 

Resolution 1920*1080 FULL HD (support up to 1920*1200) 

Max.color 262K 

Luminance 300cd/m2 

View Angel (H/V) 140 / 120 

Contrast Ratio 650 : 1 

Port Selection Push Button, Hotkey 

USB Local console Yes , USB x2 for KB/ Mouse 

USB HUB 2 USB ports on front for KB / Mouse  

Touch Screen  Yes , for option ( Driver needed ) 

KB/Mouse Emulation USB 

Rack Depth 500mm to 1100mm ( rack cabinet front rails to rear rails ) 

Power 100-240V AC 50/60Hz via IEC Type power cord 

Environment 

Operation temp: 0 to 50℃ 
Storage temp: 

-
20 to 60℃

 Humidity: 10% 
- 

90%, non
-
condensing

 Shock: 10G acceleration ( 11ms duration)

 Vibration: 17 to 500Hz 1G PTP
 

Physical Dimensions / Net Weights 448x42x580mm (WxHxD) /12.5KG 

Packing Dimensions / Gross weights 720x190x800mm (WxHxD) / 18.5KG 

Accessory 

1.8meter IEC Type Power Cord  

Option Relate Item 

 1.8meter DVI-D Cable  
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Display shown with 1920 X 1200, 1920 X 1080, 1600 X 1200 resolution 

China (Factory) 
Add : The south faces industry area of Xia Gang Fu Hai 
road, Chang'an Town, Dongguan City, Guangdong, China. 
Tel : +86-769-81666360,81666395-97 
Fax : +86-769-81666306 
Email : sales@annso.com.tw 

Taiwan (Head Quarter) 
Annso Technology Co., Ltd. 
NO.53, Ming YI street, Luzhou Dist. New 
Taipei City, Taiwan 
Email : sales@annso.com.tw 

Resolution 1600 x 1200 

Resolution 1920 x 1080 

Resolution 1920 x 1200 
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